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2 Product Information

FELDER Solder Wire “Massiv”’ Sn96,5A¢3,0Cu0,5

Lead-free soft solder alloy respectively usable as refill solder for wave, selective and dip soldering units
DIN EN 61190-1-3, Sn96Ag03Cu04E
DIN EN 1S0 9453:2014, Sn96,5Ag3,0Cu0,5

Item No.: 1476 ....

All information about our products is the result of our long standing experience which we would like to pass on to our customers as application support. However, as
we do not have any influence on the application of the works carried out with our products, please see the warranty claims in our conditions of sale because our
liability is limited.

This product information does not constitute warranted properties.
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Application

For lead-free soldering in wave, selective and dip soldering units.

High temperature application e. g. in automotive industry (good temperature change resistance at high
temperatures) constant temperature up to 120°C.

This solder shows same good soldering qualities as the lead-free standard alloy Sn95,5Ag3,8Cu0,7.

Properties
Alloy 96,5% Sn, 3,0% Ag, 0,5% Cu
Melting temperature/ range 217 - 220° C
Electrical conductivity 7,5 m/ Qmm?
Density 1,5 g/cm?
Steep strength at 20°C (at 100°C) 8,6 N/mm2 (2,1 N/mm?)
Shearing strength at 20°C (at 100°C) 23 N/mm2 (16 N/mm?)

Delivery Form

Wire diameter: 0,5-5,0mm @
(other diameters deliverable on request)

Standard spool sizes: 0,05-15,0 kg
(special spool sizes deliverable on request)

Advices

FELDER-ISO-Tin" Lead-free alloys do not contain any substances that are subject to restriction by
directive 2011/65/EU (“RoHS I1”)

Other alloys are included in our standard delivery program.

© 2016 FELDER GMBH Léttechnik Status: 10/16

FELDER GMBH
Im Lipperfeld 11 Fon +49 (0) 208 8 50 35 0 Web www.felder.de
D-46047 Oberhausen Fax +49 (0) 208 2 60 80 Mail info@felder.de



