
 

 

  

Product Information 

Aluminium Soft Solder Paste Sn97Cu3 

Soft solder paste for soldering of aluminium and aluminium alloys 

Flux according EN ISO 9454-1 2124, 

Metal powder content accodering EN ISO 9453 Sn97Cu3 

   

Art.-Nr.: 221075.. 

 

FELDER Aluminium Soft Solder Paste doesn´t contain any substances for which exist restrictions in the directive 

2011/65/EU “RoHS II” (lead, cadmium, mercury, hexavalent chromium, PBB resp. PBDE).  

All information about our products are the result of our long standing experience which we would like to pass on to our customers as application support. However, 

as we do not have any influence on the application of the works carried out with our products, please see the warranty claims in our conditions of sale because our 

liability is limited. 

This product information does not constitute warranted properties. 
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Description 

 

FELDER Aluminium Soft Solder Paste is especially developed for soldering of aluminium and aluminium alloys. 

It is also suitable for soldering of aluminium on copper. Optimal wetting characteristics and a steady viscosity 

are resulting in high class solder joints. 

 

Characteristics 

 

Alloy according EN ISO 9453 Flux according DIN EN 9454-1 Melting range Soldering temp. 

Sn97Cu3 2124 227 - 310 °C 270 - 300°C 

 

Metall powder content : 75,0 % standard 

Grain size   :   < 63μ   

 

In order to ensure a steady quality, the handling temperature should be between 18 and 25 ºC. 

 

Package   

 

Deliverable in cartridges, jars or tin buckets. 

 

Washing 

 

The flux residues are corrosive and therefore they have to be removed completely with water (100 % water 

soluble). 

 

Storage advice 

 

Store dryly and frost free. Do not expose to direct sunlight. 

A continual storage temperature between 10- 30º C is recommended. 

 

Please also pay attention to our special solder wire  "AL" – Lead free 


